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Learning Objectives - At the conclusion of this 

presentation, the participant will be able to :  
 

1. Identify the components of a Joint Commission Life 

Safety & EOC Survey. 
 

2. Identify the top compliance issues in Life 

     Safety and the Environment of Care.  
 

3.  Be able to describe the òEnvironment of Careó  

     òtriggersó to a CMS òImmediate Jeopardyó finding  

      and the consequences associated with the finding.  
 

4.  Be able to describe and implement òtipsó for a 

     successful survey. 
 



Trivia  

 

How many light bulbs should you 

consider for lighting at the exit ? 

 

 Only one is required 

 At least two  

 More than two  



Trivia - Answer 

 

7.8.1.4 Required illumination shall be  

arranged so that the failure of any single  

lighting unit does not result in an  

illumination level of less than 0.2 ft candles  

(2 lux) in any designated areas. 

 

ð Surveyors are looking for two bulbs in the  

  outside exit area.  

ð Have you evaluated at night? 



Trivia  

 
In Chapter 7 Means of Egress ð 2000 

LSC is it:  

 

ð A. Not an Exit  

ð B. No Exit 

ð C. I donõt care 



Trivia - Answer 
 

7.10.8 Special Signs. 

 

7.10.8.1* No Exit. Any door, passage, or stairway that 

is neither an exit nor a way of exit access and that is 

located or arranged so that it is likely to be mistaken 

for an exit shall be identified by a sign that reads as 

follows:  

NO 

EXIT 

Such sign shall have the word NO in letters 2 in. (5 cm) 

high with a stroke width of ɵ in. (1 cm) and the word 

EXIT in letters 1 in. (2.5 cm) high, with the word EXIT 

below the word NO.  

 òNo Exitó not to scale. 



Trivia  

 
What is the òmaximumó height you can 

mount a portable fire extinguisher ? 

 

ð 4ft  

ð 3 ½ ft  

ð 3 ft  

ð 5 ft  



Trivia - Answer 
 

1-6.10 Fire extinguishers having a gross 

weight not exceeding 40 lb (18.14 kg) shall 

be installed so that the top of the fire 

extinguisher is not more 5 ft (1.53 m) above 

the floor .  

 

Fire extinguishers having a gross weight 

greater than 40 lb (18.14 kg) (except 

wheeled types) shall be so installed that the 

top of the fire extinguisher is not more than 

3 1/2 ft (1.07 m) above the floor  



Trivia  

 

What is the òminimumó distance 

that a portable fire extinguisher is 

mounted off the floor ? 
 

ð 4ft  

ð 3 ft  

ð 4 inches 

ð 12 inches 


